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Electrical  Mechanical  

℃ ℃

≤  

 

Photometric  Acoustics  

  

Mounting dimensions 

 

Lighting tier

Black

2
1
0
.5

2
6
1
.5

Lighting tier

Speaker

Lighting tier

Speaker

Lighting tier

Lighting tier Black

Speaker

Lighting tier

Lead wire hole( 12)

70

5
0
.5

7
9
.5

Speaker

Height
1 tier+speaker：160

2 tier+speaker：210.5

70

1
2
0
°

3-M6

39

70

7
9
.5

Lead wire hole( 12)

70

7
9
.5

70

5
0
.5

7
9
.5

Height
1 tier+speaker：211

2 tier+speaker：261.5

1
2
0
°

39

70

3- 6.5



 

  
 

 
 

 
 

 

 

  
  

70

7
9
.5

70

5
0
.5

7
9
.5

Height
1 tier+speaker：252.5

2 tier+speaker：303

80

60

9

1
5

2
8
5
.5 3
0

3

Speaker

Lighting tier

Lighting tier Black

Speaker

Lighting tier

Speaker

Lighting tier

Lighting tier Black

Speaker

Lighting tier

70

7
9
.5

70
5
0
.5

7
9
.5

Height
1 tier+speaker：235

2 tier+speaker：285.5

40.5

2
5

2- 6.5

Lead wire hole( 8.5)

40.5

13- 6.5

Red wire

Black wire

LED flash

Tone A

Tone B
DC+

DC-

Yellow wire

Blue wire

L

N
Black wire

Red wire

Green light flash

Tone A

Tone B
DC+

DC-

Red light flash

Black wire

Yellow wire

Blue wire

Red wire

Green wire



 

 

 
 
 P/N Model Voltage Alarm mode 

Lighting color 
(from top to bottom) 

Mount 

 
Red 

 
Yellow, Red 

 

 

 

 

connect black wire to negative. When 

is  

 

 

 


